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TCN Counter (button setting type) User Manual

Dual line 4 digt / 6 digit LED display
Button setting parameters
Very easy to operate
Optional dimension 48×48, 72×72
Single counting, single relay output
Manual reset, automatic reset, key lock function

     power fail memory function
Settable counting coefficient
Widely applied to the industries relevant to timber machining, 

     food machinery, packing machinery, steel machining, etc.
1. Model Indication

2. Technical Parameter

Button setting parameter
1: 1 preset value
4: 4 digit counting     6: 6 digit counting
P: Preset function
Dimension(mm) Blank: 72W×72H      4: 48W×48H

Model

Single

Preset Value

48W×48H×100L
72W×72H×100L
72W×72H×100L

Dimension(mm)

  4
  4
  6

Counting Digit

TCN4-P41C
 TCN-P41C
 TCN-P61C

220VAC
220VAC
220VAC

Power Supply

220VAC 10%  50H/60Hz 
4W

250VAC/3A
DC15V 5V( 25mA)

1.5KV/1M

0.01 99.99 second
0.001 9999

Power Supply
Total Power Consumption
Relay Capacity
Output Power
Insulation Resistance
Insulation Strength
Counting Input Speed
Counting Range
Delay Time
Coefficient Setting Range

C

TCN series counter

Single
Single

0.01 999999(6 digit    0.001 9999(4 digit)

3. Dimension & Connection

TCN

10/100/1000/2000Hz

KKTCNE01-A/2-1

Features:
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Note: Please subject to the connection drawing on the counter if any changes.
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5. Operation Menu

Measuring
   Status

Press      key

Press SET key

Press          key
to change the
preset value

Press SET Key 3S

Display TOKY

Press SET key
Counting Mode

mod)
U Counting UP
D Counting Down

Press SET key

Counting Speed
CP

Press SET key

Proportional
Factor Setting
(P)

Press SET key

Proportional
Factor Decimal
Point Setting

DOT

Output Mode
OUT

Output
Delay
Time
TIME

Function
Lock
LCK

Note: Function Lock Operation:
LCK=1000 External reset function is unavailable
LCK=0100 Press SET+    to restore factory defaults
LCK=0010 Not show parameter setting menu
LCK=0001 Lock SV value, unchangeable

6. Counter Output Mode Diagram

Measuring
   Status

Measuring
   Status

Press SET key

Press SET key

Press SET key

Press SET key

Press SET key

Press SET Key 3S

There are 4 types of output modes for option, N, F, R, C.

Reset

Display 0

F

Counting value goes on, output
will remain till reset signal.

Output
mode
setting

Reset

Output

N

Action
after
Counting

Output and the counting value
will remain till reset signal.

R

When counting value reaches
setting value, the display value
and output will remain till the 
setting delay time, then reset to
next counting automatically.

999999

C

The counter will reset the counting
value when it reaches the setting
value, but the output will remain
till the setting delay time.

Counting
value SET

Counting
value SET

Display 0

Output

Reset

Counting
value SET

Display 0

Reset

Counting
value SET

Display 0

OutputOutput
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