Product data sheet
Characteristics

XZCC12FCM40B

zenski, M12, 4-pinski, zglobni konektor -
kablovska uvodnica Pg 7

Osnovne informacije

Pribor / posebna kategorija

Pribor za kabliranje

Pribor / posebni tip

Konektor

ElektriCna veza

Elbowed female connector M12, 4 pins

Materijal prirubnice

Statusne LED lampice

Metal

Bez

Kabl za povezivanje

Screw terminal / wire size <= 0.75 mm? / clamping capacity 3...6 mm

Dopunske informacije é
Tip kablovske uvodnice Pg7 s
Uc¢vrséivanje kablovskog priklju¢ka Za zavrtanje %
[Ue] nazivni napon 125V AC %
150 V DC 4
[In] nazivna struja 3A $
Materijal kucista Plastika E
Minimalna izolaciona otpornost > 1000 GQ 9
Otpornost kontakta <= 8000 pOhm %
Masa proizvoda 0.02 kg %
%
Okruzenje
IP stepen zastite IP67
Maksimalna temperatura vazduha za rad -40...85 °C

Odrzivost ponude
RoHS (kod datuma: GGNN)

Usaglaseno -od 0726 -
Schneider Electric declaration of conformity i

Ugovorna garancija

Garantni period

18 meseci

' Product Life Status :

Komercijalizovano

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
Neither Schneider Electric Industries SAS nor any of its affiliates-ar subsidiaries shall be responsible or liable for misuse of the information contained herein.

This documentation is not intended as a substitute for and is not te be used for determining suitability

23.01.20189.
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